SECTION 5400 


SOLDERING IRONS 
Equipped with Quick, Long-Life Calrod® Heaters 


FOR MANUFACTURING AND SERVICE 
OF RADIO AND ELECTRONIC EQUIPMENT 


ASK YOUR GENERAL ELECTRIC DISTRIBUTOR FOR A COPY OF BULLETIN GEC-1545. 







HEAVY-PRODUCTION SOLDERING IRONS 


(Listed by Underwriters’ Laboratories) 


6A160 Series — 75 to 140 Watts > 








Soldering Iron, Less Tip Renewal Heatert 
Rating* List Standard List 
Cat. No. | Volts | Watts Price Eachit | Package Cat. No. Price Eacht 
6A161 115 75 $14.95 6 6A31. $4.50 
' . ‘i \" 6A162 115 100 14.95 6 6A82 4.50 
t— WU) << rt 6A162G6 115 110 14.95 6. 70342 4.50 
4 4 6A162G3 115 125 14.95 6 8A88 4.50 
6A162G12 115 140 14.95 6 70474 4.50 


A. %-inch short chisel tip B. 14-inch long chisel tip 


O_o oo 


* Also available for 230-volt operation. + Renewal heaters standard package is 6. 





Tips 
‘ < ‘ ‘ ‘ , i i List tandard 
Cc. \%-inch chisel tip - %-inch chisel tip Cat. No. Mies: Type Price Eacht aa. Qty. 
Feiz ond G= 22 ut 68083 45AAP2 A Calorized $1.05 12 
3" . 6851775P21 A Tronclad 1.85 12. 
iW Loe 6808345AAP3 B Calorized 1.75 12 
6851775P22 B Ironclad 3.55 12 
111A4195P2 C Tronclad 1.75 12 
E. %.-inch chisel tip F. and G. ¥-inch Biri tare chisel tips 6851732P21 D Calorized 1.05 12 
“ .6851732P22 D Ironclad 1.85 12 
| 4 9817171P22 E Ironclad 1.85 12 
| $34 | 111A4196P1 F Tronclad 2.30 12 
fe | 111A4196P2 G Tronclad 2.75 12 
: 7! rT 40A100466P2 H Ironclad 2.20 12 
30 125A8448P1 J Tronclad 1.80 12 


H. 14-inch blunt chisel tip Fig. |. Tips J. Long-taper cone tip 


High efficiency and reserve-heat capacity make these General 
Electric soldering irons well-suited for continuous-production 
soldering as well as intermittent duty. 
Quick, dependable heating provided by 
Calrod cartridge heating elements. 
Ironclad tips for high-speed repetitive soldering last up to ten 
times as long as plain copper tips. Ironclad construction com- 
bines the fast heat transfer of copper and long wearing 
qualities of iron. 

Calorized copper tips—For ordinary soldering requirements, 
these tips will last much longer than plain copper tips. 

All copper parts are Calorized—Calorized surfaces retard the 
harmful effects of high temperature on copper. 


General Electric 


Note: All of the interchangeable tips listed above will fit any iron 
in the 6A161 and 6A162 series. 






Pistol-grip handle for 6A160 series only. Specify 
Cat. No. of standard iron desired, note on order 
“Except pistol-grip handle, Cat. No. 125A8400.’’ 
Add $1.30 List per iron. Minimum order quantity is 
six. 


6A200 Series — 100 to 300 Watts 








Soldering Iron, Including Tip 


Renewal HeatersaA Renewal Tips 


























Tip Size 
and : List Price List Price 
Type bene a Cat. No.@; Each, Std/cat. No.| List Price] Cat. No. Each, =o 
Volts* | Watts £ Pkg t Pkg 
34-in.—Calorized 115 100 6A200 $18.60 6 6A32 $4.50 6827994P21 $2.75 6 
34-in.—Ironclad 115 100 6A200G7 21.75 6 6A32 4.50 8381902P21 5.00 6 
@ Includes 6-foot cord. 1-in.—Calorized 115 200 6A201 21.85 6 9AT7T 6.15 6827994P22 4.00 |' 3 
Ren i heatere standard kage is 6. 1-in.—Ironclad 115 200 6A201G7 24.90 6 9AT7T 6.15 8381902P22 5.70 8 
ARenewal heaters standard package 1Y, Calorized: : 
*Also available for 230-volt operation. Go aiorize 115 300 6A202 27.09 6 9A78 7.00 6827994P23 6.00 3 
14%4-in.—Ironclad 115 300 6A202G7 29.70 6 9A78 7.00 8381902P23 7.70 3 


wor iron less tip, order Root Cat. 


No., specify G-11. 


MEDIUM-PRODUCTION SOLDERING IRONS 


(Listed by Underwriters’ Laboratories) 


SS ee 


X%e-inch chisel ti 
Y4-inch chisel tip A6 ip 
3" 


coe 


Me-inch pyramid tip 

_ Solders easily in tight places because the thin, 4.-inch diameter 

shank gets the %4-inch tip into places a regular iron can’t reach. 
Reduces operator fatigue—Iron weighs only 842 ounces, is well 
balanced and has comfortable handle. 
Produces uniformly strong soldered joints because iron’s quick 
heat recovery produces enough heat for hard, continual use. 
Saves on maintenance—Fewer interruptions in production re- 
sult because iron’s sturdy construction and long-life ironclad 
tip eliminates need for frequent repairs. 
Tip renewal is easy and inexpensive— —Unscrew shank from 
handle and replace with new, low-cost assembly in seconds. 


New tips can be brazed to heater assembly if desired. 
£ Manufacturer’s suggested resale price. 





SOLDERING IRON (Complete)* 120 V, 60 W 


Tip Dia. In Inches Standard Package 





: Cat. No. (All Ironclad Copper) | List Price Eacht Quantity 
6A273 ¥4 Chisel $14.20 6 
6A283 fs Pyramid 14.20 6 
6A283G6238 fz Chisel 14.20 6 





* Lightweight industrial irons have Ironclad tips only. Price includes 6-foot 
Type SJ cord. 


RENEWAL TIP_AND HEATER 


' Tip Dia. in Inches Standard Package 
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Cat. No. (All Ironclad Copper) | List Price Eacht Quantity 
6A300 4 Chisel $6.95 6 
6A301 ys Pyramid 6.95 mn) 
6A3801G4 fs Chisel . 6.95 6 
TIP ONLY . 
Tip Dia. In Inches Standard Package 
Cat. No. (All tronclad Copper) | List, Price Each+ Quantity 
326A964P21 4 Chisel $1.80 12 
826A964P22 fz Pyramid 1.80 12 
166V707P21 7; Chisel 1.80 12 
© U.C.P., Inc. 


SECTION 5400 


SOLDERING IRONS 


GENERAL @ ELECTRIC 





LIGHT TO MEDIUM-PRODUCTION MIDGET SOLDERING IRONS 


Midget Irons and parts listed in these tables are new design introduced in May, 1961, and are not interchangeable with the former design. For ordering information 
and prices for replacement parts on the former design, refer to your authorized G-E Distributor. 





“ 


“ Pyramid 


SS 


Chisel Pyrarnid 


Improves operator efficiency—Handles like a pencil, weighs 
only 1% oz. 
Cuts maintenance costs—Ironclad tips last up to ten times 
longer than conventional tips. 
Increases production—Heater is built into tip for quick heat 
recovery, fast heat transfer. 

Provides greater versatility with four tip sizes. 

Tip renewal is easy, fast—Complete tip and heater assembly 
can be changed in five seconds. 


IRONS WITH INTEGRAL TIP AND HEATER 


" 3 
a See: 6 
TI6 
4 
. 


oo] 











-Handle and Tip and . 

Tip Cord Set _ List Price Heater Assy. List Price 
Description Cat. No. Each} Cat. No. Eacht 
14” chisel 6D200 $3.65 6D211 $3.95 
14" cone 6D200 3.65 6D213 3.95 
3/16” pyramid 6D200 3.65 6D215 3.95 
3/16” chisel 6D200 3.65 6D217 3.95 














NOTE: Handle and Cordset and Tip and Heater Assemblies are ordered 
separately. 


IRONS WITH THREADED TIP HOLDER AND INTERCHANGEABLE TIPS 














Handle and Tip Holder a 

Cord Set List Price and Heater List Price 
Description Cat. No. Eacht Cat. No. Eacht 
3” shank | | 6D200 | $3.65 | 6D219 | $3.95 
414" shank 6D200 3.65 6D219G2 3.95 


NOTE: Handle and Cordset and Tip Holder and Heater are ordered 
separately. 


THREADED TIPS FOR 6A219 SERIES 


| tities) | “eect” > © 
Cat. No. (Inches) Eacht 


40A100139P1| 5/32 Cone $0.60 5inch +i 
40A100139P2 |5 /32 Chisel 60 782 ca 
50A100139P3|5/32 Offset Cone 








“yp S 


32-inch chisel tip 
° 


Material is nickel-plated copper 
5/32-inch diameter. 


45-WATT TIP AND HEATER @ 








Tip Size List Price - 
Cat. No. (Inches) Eacht 
6A211G31 8% Chisel $4.50 


54-inch offset cone tip 


m Designed especially for users of Midget Irons who have some applications 
which require greater heat reserve or a higher repetitive soldering rate than can 
be supported by the standard tip and heater assemblies. Fits standard 
Midget handle. 


TRANSFORMERS 


Three transformer types are available for use with the General Electric 
Midget irons. The single-heat type provides 35 watts for ordinary requirements. 
The four-heat type permits a range of heats from 26, 28, 32 and 35 watts by 
changing the tap connections. Where lower heat is required for printed circuit 
board or where there are long periods of idling, thé three-heat transformer 
with switch should be used. The LOW heat position provides temperature suit- 
able for printed-circuit soldering. The MEDIUM and HIGH pos’‘tions supply 
28 and 35 watts respectively. The switch provides an easy means for changing 
heats. With this transformer the iron is completely isolated, thus preventing 
injury to low-voltage components such as transistors and diodes. 


| Primary | | List Price | Std Pkg 

Description Voltagem Cat. No. Eacht Quantity 

Single-heat tap 115 6A362G2 $ 6.90 6 

Four-heat tap 115 6A364G2 9.20 6 

Three-heat with 115 6A434 17.00 6 
switch® 














mSingle- and four-tap transformers are available with 230-volt primary in 
quantities of 24 or more. Specify catalog number desired and note on order 
“except with 230-volt primary.”’ 

@Use of this transformer requires special cord set with plug. Order catalog 
number 9218864G8 for handle and cord set, List Price Each, $4.15. In addition, 
order tip and heater assembly desired. : 


MINIATURE SOLDERING IRONS 






The General Electric miniature 
iron was developed especially for 
use by electronics component and 
; instrument manufacturers who 
are required to do production-line soldering of subminia- 
ture equipment, printed circuits, and instruments. The 
Miniature, because it has a tubular heater built into the 
tip, orovides fast, efficient heat to produce uniform joints, 
with little heat loss to adjacent areas. In addition, the Mini- 
ature’s %-in. tip and shank will go into congested areas to 
solder critical points inside the equipment with minimum 
damage to surrounding insulation, joints, and wiring. 


Improves operator efficiency—Weighs less than 1% oz, re- 
duces operator fatigue, increases production. 


Portable—Transformer integral part of cord set, plugs into 
any standard 115-v outlet. : 


SOLDERING IRON 6 V, 12 W 





Tip & Shank List Std. 
| Heater Length | Price | Pkg. 
Cat. No. Description Dia. (1In.) (in.) Eacht Qty. 
6A428G3 Complete iron in- | % Chisel 3 $15 6 
6A428G64 eluding tip and | % Chisel 6 15 6 
6A428G7 heater assembly, 6- | %& Pyramid 3 15 6 
6A428G8 ft cord and trans- | % Pyramid 6 15 6 
former. : 
Complete iron, less 
, transformer (in- 
6A428G5 cludes tip, heater | 44 Chisel 3 9 6 
6A428G6 assembly, and 6-ft | % Chisel 6 9 6 
cord set with ter- 
minals). 





RENEWAL TIP AND HEATER ASSEMBLY 


Tip Diameter ; Shank Length List Price Std. Package 
Cat. No. (Inches) (Inches) Eacht Quantity 
6A429G3 1 Chisel 3 $5.50 6 
6A429G4 1 Chisel 6 5.50 6 
6A429G5 1% Pyramid 3 5.50 6 
6A429G6 4% Pyramid 6 5.50 6 
RENEWAL TRANSFORMERS* 
Cat. No. | List Price Eacht Std. Pkg. Qty. 


6A430 | $7.80 | 6 


* Ineludes 6-foot integral cord set. 


PENCIL SOLDERING IRONS 


In August 1961, General Electric introduced a completely 
new addition to its line. The line is rated 115 volts, 30 and 
50 watts, and is comparable in size to the Midget. Included 
are tip and heater assemblies, and tip holder and heater 
assemblies with a wide range of interchangeable screw-in 
tips. 

The rugged construction, long life, efficiency and mobility 
of the irons make them ideally suited to either continuous 
production line operation, intermittent operation, or main- 


tenance work. | 
Ask your local G-E Distributor for a copy of GEC-1545. 


ACCESSORIES (Minimum Order Quantity is 6) 


Three-conductor Cord Set—6-foot length with NEMA stand- 
ard plug. Specify Cat. No. of standard iron desired, note on 
order “Except three-conductor cord set with NEMA stand- 
ard plug, Cat. No. 3514524P21. Add $1.20 List per iron. 


t Manufacturer’s suggested resale price. 





Coiled Cord Set —6-foot extended length, two-conductor 
with standard plug. Specify Cat. No. of standard iron de- 


sired, note on order “Except with coiled cord set, two-con- 


ductor, standard plug, Cat. No. 111A4642.” Add $1.75 List 
per iron. 
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